
        
   
   
 

 
 Bench scale APM 
 APM is OIML-type approved and easy to use bench scale. Display can be 
 removed from platform. Full tare range. Re-chargeable battery included as 
 standard. 
   
 

 

 

 

 

 

 

 

 

 

 

  

 

 

 
 OIML Type approved bench scale. 
 Capacity: 6  150 kg. 
 Stainless Steel platform 280 x 330 mm.  
 25 mm LCD display with backlight. 
 Long-time operating battery time 300h  
 Accumulation function. 

 

 

 

 



  APM Specifications:     
 

Technical standards APM 6 APM 15 APM 30 

Capacity 6 Kg 15 Kg 30 Kg 

Readout OIML 2 g 5 g 10 g 

Accuracy +/-2 g +/-5 g +/-10 g 
    

Technical standards APM 60 APM 150 
 

Capacity 60 Kg 150 Kg 
 

Readout OIML 20 g 50 g 
 

Accuracy +/-20 g +/-50 g 
 

    

Common 
specifications 

   

Platform size 280 X 330 mm 

Stainless steel housing  

Product size 280x330x105mm 

Weight of scale  4.9 Kg 

Display 25 mm LCD 

OIML-approved  

External adjustment  
    

Functions 
   

Memory accumulation  

Units kg 

IP-protection  

Battery function Rechargeable battery included 

Mains adaptor  
    

Approvals & 
verifications 

   

CE-approval  

EC type approved OIML Class III 

First time verification  
    

 

 

 

 


